
CONSUMER LINE
POINT OF SALE TERMINALS

THE IDEAL CONNECTOR  
FOR THE NEXT GENERATION OF 
POINT OF SALE TERMINALS

CCM01 
  MK5

CCM01-MK5 is the lowest profile connector in C&K’s product range, includes  
multiple features and options to cope with the demanding requirements of the 
smart card readers embedded into the latest terminals.  

The connector features:

• Designed according to EMV and PCI requirements

• Sealed card detection switch

• 500,000 cycles minimum

• ESD protection available

• Two profile options:

  Metal Cover (3.2mm), Plastic Cover (4.0mm)

www.ck-components.com

CCM01 MK5 
HIGH PERFORMANCE / LOW PROFILE CONNECTOR
FOR SMARTCARD READERS



Cover Material
5 Plastic, 4.0 mm height
6 Metal, 3.2 mm height
7 Plastic, I/O

Contact Tail on PCB
0 Short, recessed (best for PCI)
1 Long (accessible, easy rework)
2 Long + 2 metal pegs (40 N overload)
3 Short, no pegs

0 1 - L

ESD Protection 
3 Full ESD protection (card entry & PCI)
4 Card edge ESD (only for metal version)
5 Low cost ESD (card edge for plastic cover)
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Packaging
T25 Pack tray 25 parts
R351 Pack reel 350 parts
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RECOMMENDED PC BOARD LAYOUT
( component side )

C1C5 C2C6 C3 C7C4 C8 SW1SW2

7x

6 ESD
Contacts

SECTION  C-C

SEE DETAIL Q 

DETAIL Q
SCALE 52

2

Lead Free RoHS
LFT Tin plated terminals

NONE Leave blank
AE Only applicable with metal pegs    
option (CCM01-2x2x)


