
AUTOMOTIVE
ELECTRONIC PARKING BRAKE

SWITCH FOR AUTOMOTIVE SAFETY 
INTEGRITY LEVEL APPLICATIONS
C&K’s SSW series is an innovative SMT Subminiature Detect Switch dedicated 
to ASIL related applications including electronic parking brake systems and 
by-wire functions. It can also be used in industrial and medical markets where 
functional safety is required.

The SSW switch features:

• Redundant contacts

• Double throw for self failure detection

• Change over time <15ms

• Top and side actuation

• Low acoustics

• IP67 sealing

• High reliability

www.ckswitches.com

SSW 
SMT SUBMINIATURE DETECT SWITCH

SSW



AUTOMOTIVE
ELECTRONIC PARKING BRAKE

Other versions available upon request. Please consult your customer service.  
For more information, please consult the SSW page at www.ckswitches.com

www.ckswitches.com June 2018

ASIA

Tel: +852.3713.5288

EUROPE

Tel: +33.1.60.24.51.51

AMERICAS

Tel: +1.617.969.3700

Series
SSW

Force
1 2N

Travel & type
1  1,2 mm: standard travel

Version
5 Standard

S S W

Terminal type
S SMT
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CIRCUIT DIAGRAM

RECOMMENDED PCB LAYOUT

  Marking area. 3 lines with 5 characters 

 Terminal n°6

 Terminal N°3
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NOTES       Total travel ( the top of the plunger )

 
                    Terminal N° 1-3 & 4-6 OFF position
                    Terminal N° 1-2 & 4-5 ON position
                    ( the top of the plunger )

 
                    Terminal N° 1-3 & 4-6 ON position
                    Terminal N° 1-2 & 4-5 OFF position
                    ( the top of the plunger )

 
                    Free position ( the top of the plunger )
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